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 BAR-TY212128/14/17

Part Numbers

12”x24” Board only BB1224
12”x24” Board Engineer Grade Sheeting - BB1224GT

12”x24” Board Diamond Grade Sheeting - BB1224DG
12”x24” Board Hi-Intensity Sheeting - BB1224HI

Complete Barricade with Engineer Grade Sheeting - BAR-TY21212GT
Complete Barricade with Hi-Intensity Grade Sheeting - BAR-TY21212HI
Complete Barricade with Diamond Grade Sheeting - BAR-TY21212DG

Barricade Leg Only - TYLG14-1

14 Gauge Galvanized Plated Steel Leg
Specially Formulated ABS Plastc Board, Fluted for Superior Strength

Type II Barricade
24” Width 12” Boards

Inside of Bottom Board Can be Stenciled or Digitally Printed with Customers Name or Full Color Logo 
Boards Require NO Special Treating for Sheeting or Ink Adhesion

Shipping Weight Per Unit       lbs

1/4”-20 x 1” Plated Carriage Bolt
1/4”-20 Plated Nut
1/4” Split Lock Washer

Board Attachment Bolts (16)

Hinge Bolt (2)
1/2”-13 x 1” Plated Hex Headed bolt
1/2”-13 Nylon Lock Nut
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